
SPME MANUAL SAMPLING

& FIBER STORAGE SOLUTIONS

Manual holders, storage systems and field devices for the SPME technique



FLAGSHIP PRODUCT

Field Sampler
Chromline Holder and Storage

▪ Fully sealed body, designed for on-site sampling with an exposed fiber and 

integrated storage function.

▪ Optional Teflon connector, strongly recommended for an airtight fiber seal 

(e.g. when sampling VOCs).

▪ The outer body can be immersed in decontamination solutions without the 

fiber being touched. 

▪ The entire device body never comes into contact with the sampling area.

CBRNE SECTOR COMPLIANT

Chromline · SPME Sampling & Storage

YouTube Video

https://youtu.be/sDVopxEqw40


M A N U A L  S A M P L I N G

Manual SPME Holder

▪ Allows the SPME fiber to be used in vials or in ambient air, just like 

a standard holder for conventional fibers.

▪ Compatible with direct GC desorption once back in the laboratory.

▪ Entry-level solution for manual sampling: the starting point of the 

Chromline SPME range.

Chromline · SPME Sampling & Storage



T R A N S P O R T  A N D  S T O R A G E

Fiber Storage
▪ Carries the fiber, already conditioned in the laboratory, to the 

sampling site and back.

▪ Ensures an airtight seal at the lower needle opening during 

transport.

▪ Prevents contamination from the external environment and 

preserves the analytes already captured.
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W H O L E - O B J E C T  S A M P L E S

Large Volume Headspace Jars

▪ Glass containers for sampling whole objects (e.g. leaves) without 

the need to crush or fold them.

▪ Modified cap designed to hold septa of the same type used on 

vials.

▪ Available in single sampling point or four sampling point versions, 

for parallel sampling with multiple fibers and different phases.

▪ Particularly suited for samples that cannot be fragmented or 

subdivided into aliquots, such as forensic exhibits, works of art or 

archaeological artifacts.
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N O N - D E S T R U C T I V E  S A M P L I N G

In-Vivo Sampling Setup

▪ Probe holder combined with a triple-layer PE/Aluminum bag.

▪ Creates a confined atmosphere around the plant part under study.

▪ After an equilibration period, the fiber is inserted for sampling.
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Headquarters

Viale Alcide De Gasperi, 41 - 59100 Prato (PO) - Italy

Tel. +39 0574 1746058 · Fax +39 0574

C.F./P.IVA/VAT: IT02001310974

Operational Headquarters (Shipping / Receiving Goods)

Via Grosseto, 11 - 51031 Agliana (PT) - Italy

info@chromlinesrl.com

www.chromlinesrl.com
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